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1- Overviews 

. A full visual control of Data Acquisition device(32*40/100GE QSFP28 ports) 

. A full Data Scheduling Management device(32*100GE duplex Rx/Tx processing) 

. A full pre-processing and re-distribution device(bidirectional bandwidth 3.2Tbps) 

. Supported collection & reception of link data from different network element locations  

. Supported collection & reception of link data from different switch routing nodes 

. Supported raw packet collected, identified, analyzed, statistically summarized and marked 

. Supported to realize irrelevant upper packaging of Ethernet traffic forwarding, supported all 

kinds of Ethernet packaging protocols, and aslo 802.1q/q-in-q, IPX/SPX, MPLS, PPPO, ISL, 

GRE, PPTP etc. protocol packaging 

. Supported raw packet output for monitoring equipment of BigData Analysis, Protocol 

Analysis, Signaling Analysis, Security Analysis, Risk Management and other required traffic. 

. Supported real-time packet capture analysis, data source identification 

 

 

 

 

2- Intelligent Traffic Processing Abilities 

 

 

 

 

 

 
 

ASIC Chip Plus Multicore CPU 

χȢφ4ÂÐÓ ÉÎÔÅÌÌÉÇÅÎÔ ÔÒÁÆÆÉÃ ÐÒÏÃÅÓÓÉÎÇ ÃÁÐÁÂÉÌÉÔÉÅÓ 

100GE Acquisition  

χφɕψτȾυττ'% 13&0φό ÐÏÒÔÓ 2ØȾ4Ø ÄÕÐÌÅØ ÐÒÏÃÅÓÓÉÎÇȟ ÕÐ ÔÏ χȢφ4ÂÐÓ 4ÒÁÆÆÉÃ $ÁÔÁ 

4ÒÁÎÓÃÅÉÖÅÒ ÁÔ ÓÁÍÅ ÔÉÍÅȟ ÆÏÒ ÎÅÔ×ÏÒË $ÁÔÁ !ÃÑÕÉÓÉÔÉÏÎȟ ÓÉÍÐÌÅ 0ÒÅȤÐÒÏÃÅÓÓÉÎÇ 

Data Replication  

0ÁÃËÅÔ ÒÅÐÌÉÃÁÔÅÄ ÆÒÏÍ υ ÐÏÒÔ ÔÏ ÍÕÌÔÉÐÌÅ . ÐÏÒÔÓȟ ÏÒ ÍÕÌÔÉÐÌÅ . ÐÏÒÔÓ ÁÇÇÒÅÇÁÔÅÄȟ ÔÈÅÎ 

ÒÅÐÌÉÃÁÔÅÄ ÔÏ ÍÕÌÔÉÐÌÅ - ÐÏÒÔÓ  
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Data Aggregation  

0ÁÃËÅÔ ÒÅÐÌÉÃÁÔÅÄ ÆÒÏÍ υ ÐÏÒÔ ÔÏ ÍÕÌÔÉÐÌÅ . ÐÏÒÔÓȟ ÏÒ ÍÕÌÔÉÐÌÅ . ÐÏÒÔÓ ÁÇÇÒÅÇÁÔÅÄȟ ÔÈÅÎ 

ÒÅÐÌÉÃÁÔÅÄ ÔÏ ÍÕÌÔÉÐÌÅ - ÐÏÒÔÓ  

Data Distribution  

#ÌÁÓÓÉÆÉÅÄ ÔÈÅ ÉÎÃÏÍÉÎÇ ÍÅÔÄÁÔÁ ÁÃÃÕÒÁÔÅÌÙ ÁÎÄ ÄÉÓÃÁÒÄÅÄ ÏÒ ÆÏÒ×ÁÒÄÅÄ ÄÉÆÆÅÒÅÎÔ ÄÁÔÁ 

ÓÅÒÖÉÃÅÓ ÔÏ ÍÕÌÔÉÐÌÅ ÉÎÔÅÒÆÁÃÅ ÏÕÔÐÕÔÓ ÁÃÃÏÒÄÉÎÇ ÔÏ ×ÈÉÔÅ ÌÉÓÔȟ ÂÌÁÃËÌÉÓÔ ÏÒ ÕÓÅÒȭÓ 

ÐÒÅÄÅÆÉÎÅÄ ÒÕÌÅÓȢ 

Data Filtering  

3ÕÐÐÏÒÔÅÄ ,φȤ,ϋ ÐÁÃËÅÔ ÆÉÌÔÅÒÉÎÇ ÍÁÔÃÈÉÎÇȟ ÓÕÃÈ ÁÓ 3-!#ȟ $-!#ȟ 3)0ȟ $)0ȟ 3ÐÏÒÔȟ $ÐÏÒÔȟ 

44,ȟ 39.ȟ !#+ȟ &).ȟ %ÔÈÅÒÎÅÔ ÔÙÐÅ ÆÉÅÌÄ ÁÎÄ ÖÁÌÕÅȟ )0 ÐÒÏÔÏÃÏÌ ÎÕÍÂÅÒȟ 4/3ȟ ÅÔÃȢ ÁÌÓÏ 

ÓÕÐÐÏÒÔÅÄ ÆÌÅØÉÂÌÅ ÃÏÍÂÉÎÁÔÉÏÎ ÏÆ ÆÉÌÔÅÒÉÎÇ ÒÕÌÅÓȢ 

Load Balance  

3ÕÐÐÏÒÔÅÄ ÌÏÁÄ ÂÁÌÁÎÃÅ (ÁÓÈ ÁÌÇÏÒÉÔÈÍ ÁÎÄ ÓÅÓÓÉÏÎȤÂÁÓÅÄ ×ÅÉÇÈÔ ÓÈÁÒÉÎÇ ÁÌÇÏÒÉÔÈÍ 

ÁÃÃÏÒÄÉÎÇ ÔÏ ,φȤ,ϋ ÌÁÙÅÒ ÃÈÁÒÁÃÔÅÒÉÓÔÉÃÓ ÔÏ ÅÎÓÕÒÅ ÔÈÁÔ ÔÈÅ ÐÏÒÔ ÏÕÔÐÕÔ ÔÒÁÆÆÉÃ ÄÙÎÁÍÉÃ 

ÏÆ ÌÏÁÄ ÂÁÌÁÎÃÉÎÇ 

UDF Match  

3ÕÐÐÏÒÔÅÄ ÔÈÅ ÍÁÔÃÈÉÎÇ ÏÆ ÁÎÙ ËÅÙ ÆÉÅÌÄ ÉÎ ÔÈÅ ÆÉÒÓÔ υφό ÂÙÔÅÓ ÏÆ Á ÐÁÃËÅÔȢ #ÕÓÔÏÍÉÚÅÄ 

ÔÈÅ /ÆÆÓÅÔ 6ÁÌÕÅ ÁÎÄ +ÅÙ &ÉÅÌÄ ,ÅÎÇÔÈ ÁÎÄ #ÏÎÔÅÎÔȟ ÁÎÄ ÄÅÔÅÒÍÉÎÉÎÇ ÔÈÅ ÔÒÁÆÆÉÃ ÏÕÔÐÕÔ 

ÐÏÌÉÃÙ ÁÃÃÏÒÄÉÎÇ ÔÏ ÔÈÅ ÕÓÅÒ ÃÏÎÆÉÇÕÒÁÔÉÏÎ 

Unified Control Platform 

3ÕÐÐÏÒÔÅÄ .ÅÔ4!0Ή -ÁÔÒÉØȤ3$. 6ÉÓÕÁÌ #ÏÎÔÒÏÌ 0ÌÁÔÆÏÒÍ !ÃÃÅÓÓ 

 

1+1 Redundant Power System(RPS) 

3ÕÐÐÏÒÔÅÄ υϽυ $ÕÁÌ 2ÅÄÕÎÄÁÎÔ 0Ï×ÅÒ 3ÙÓÔÅÍ 
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3- Typical Application Structures 

3.1 Centralized Collection Replication/Aggregation Application(as following) 

 

 
 

3.2 Unified Schedule Application(as following) 
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4- Specifications 

 

NT-FTAP-32QCX NetTAP® NPB Functional Parameters  

Network Interface 
100G（compatible with 40G） 32*QSFP28 slots 

Out band interface 1*10/100/1000M cooper 

Deploy mode 
Fiber tap Support 

Mirror span Support 

System 

function 

Traffic 

processing 

Traffic 

replicating/aggregating/splitting 
Support 

Load-balancing Support 

Filter based on IP/protocol/port 

quintuple traffic identification 
Support 

UDF Matching Support 

Single fiber transmission Support 

Ethernet package independence  Support 

Processing ability 3.2Tbps 

Management 

CONSOLE MGT Support 

IP/WEB MGT Support 

SNMP MGT Support 

TELNET/SSH MGT Support 

SYSLOG Protocol Support 

RADIUS or AAA Centralized 

authorization 
Support 

User authentication  
Authentication based on 

username and password 

Electrical 

(1+1 Redundant Power 

System-RPS) 

Rated power supply voltage 
AC110~240V/DC-

48V[Optional] 

Rated power frequency AC-50HZ 

Rated input current AC-3A / DC-10A 

Rated function power Max 450W 

Environment 

Operating temperature 0－50℃ 

Storage temperature -20-70℃ 

Working humidity 10%-95%, No condensation 

User Configuration 
Console Configuration 

RS232 

interface,115200,8,N,1 

Password authentication Support 

Chassis Height Rack space（U） 1U 445mm*44mm*505mm 
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